390
0.59

390
0.59

447
0.8

801
0.6

1.15
1.36

2.05
1.02

no exceedances

no exceedances

no exceedances

no exceedances

Cu 390 535 1.37
Pb 530 921 1.74
Hg 0.59 0.9 153
Zn 960 1650 1.72

As 93 921 9.90
Cu 390 891 2.28
Pb 530 1150 2.17
Hg 0.59 2.2 3.73
Zn 960 5430 5.66







no exceedances

Cu
Pb

As
Cu
Pb
Hg

Hg
Pb

As
Cu
Pb
Hg

no exceedances

Cu
Pb
Hg

390
530

93
390
530
0.59
960

0.59
530

93
390
530
0.59
960

390
530
0.59
960

630
989

286
428
1040
0.9
1160

2.1
1130

286
428
1040
0.9
1160

817
928
9.6
1160

1.62
1.87

3.08
1.10
1.96
153
121

3.56
2.13

3.08
1.10
1.96
1.53
121

2.09
1.75
16.27
121







Cu
Pb
Hg

Cu
Pb
Hg

93
390
530
0.59
960

390
530
0.59
960

110
794
1420
5.7
1420

767
3150
3.3
1070

1.18
2.04
2.68
9.66
1.48

1.97
5.94
5.59
111

Hg
Pb

93
0.59
530
960

IIIIIIIiiiIIIIIIIIIIIIIIIiiiIIIIIIII

120
2.3
1170
1050

1.29
3.90
221
1.09

no exceedances

1.02

Cu

Cu

Pb

93
390

390

530

146
1140

544

no exceedances

1320

1.57
2.92

1.39

2.49







Cu
Pb
Hg

93
390
960

93
390
960

93
390
960

93
390
530

93
390
530
960

93
390
530
0.59

547
1740
1880

660
1570
2100

309
1280
1300

317
1020
569

745

914
1330
5240

159
579
917
15

5.88
4.46
1.96

7.10
4.03
2.19

3.32
3.28
1.35

3.41
2.62
1.07

8.01
2.34
251
5.46

1.71
1.48
1.73
2.54







As
Cu

As
Cu
Pb

As
Cu
Pb

93
390
960

93
390
530
960

93
390
530
960

127
886
1360

554
554
737
2800

426
861
918
4270

1.37
2.27
1.42

5.96
1.42
1.39
2.92

4.58
221
1.73
4.45

As
Cu

As
Cu

Cu

Cu

93
390

93
390
960

390
960

390

11
934

143
1300
1000

869
1870

392

0.12
2.39

1.54
3.33
1.04

2.23
1.95

1.01







960

1650

1.72

As

As
Pb

93
960

93
530
960

486
1500

297
665
1940

5.23
1.56

3.19
1.25
2.02

Sediment Operable Unit

NOTE: the above is a compilation of data only for comparsion purposes and only includes metals from Lockheed Ship




ard



